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SMOKE GUARD'

287 N. Maple Grove
Boise, ID 83704
800.574.0330
www.smokeguard.com

M2100 FIRE NOTES:
DTH 1. SMOKE GUARD FIRE RATED UNITS (HOUSING
& SIDE GUIDES) TO BE MOUNTED TO A
FINISHED, FIRE RATED ASSEMBLY OR
STRUCTURE PER YOUR APPLICATION.

2. CLIENT TO PROVIDE CONTINUOUS MOUNTING
SURFACE FOR STRUCTURAL AND SHEET
METAL ATTACHMENT.

3. TOLERANCE: FLOOR TO CEILING VARIANCE
MUST BE WITHIN +/- 1/2" ACROSS
LENGTH OF MACHINE..

4. ORDER LENGTHS TO BE AT 1/4”
INCREMENTS ONLY.

5. DIMENSIONS TO NOT INCLUDE HEADS OF
EXTERNAL FASTENERS.

6. STRUCTURAL DESIGN TO USE LOADS OF 18
LBS/FT (SMALL HEADBOX) OR 21
LBS/FT(LARGE HEADBOX).

7. STRUCTURAL ATTACHMENT TO BE WITHIN 2”
OF EACH END AND MAX OF 24" ON
CENTER. (2) SCREWS (SCREW TYPE) PER
LOCATION, DRILLING REQUIRED ON SITE.

8. RECOMMENDED FASTENERS FOR STEEL
STUDS: USE %" TEK SCREWS.

9. RECOMMENDED FASTENERS FOR WOOD
STUDS: USE SIMPSON SDWH19600DB
SCREWS, MIN EMBED 3".

10.RECOMMENDED FASTENERS FOR CONCRETE
OR MASONRY: USE %" HILTI HUS-EZ
SCREWS, MIN EMBED 2".
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M2100 FIRE NOTES:

1. SMOKE GUARD FIRE RATED UNITS (HOUSING
& SIDE GUIDES) TO BE MOUNTED TO A
FINISHED, FIRE RATED ASSEMBLY OR
STRUCTURE PER YOUR APPLICATION.

2. CLIENT TO PROVIDE CONTINUOUS MOUNTING
SURFACE FOR STRUCTURAL AND SHEET

METAL ATTACHMENT.

3. TOLERANCE: FLOOR TO CEILING VARIANCE
MUST BE WITHIN +/- 1/2" ACROSS
LENGTH OF MACHINE..

4. ORDER LENGTHS TO BE AT 1/4”
INCREMENTS ONLY.

5. DIMENSIONS TO NOT INCLUDE HEADS OF
EXTERNAL FASTENERS.

6. STRUCTURAL DESIGN TO USE LOADS OF 18
LBS/FT (SMALL HEADBOX) OR 21
LBS/FT(LARGE HEADBOX).

7. STRUCTURAL ATTACHMENT TO BE WITHIN 2”
OF EACH END AND MAX OF 24" ON
CENTER. (2) SCREWS (SCREW TYPE) PER
LOCATION, DRILLING REQUIRED ON SITE.

8. RECOMMENDED FASTENERS FOR STEEL
STUDS: USE %" TEK SCREWS.

9. RECOMMENDED FASTENERS FOR WOOD
STUDS: USE SIMPSON SDWH19600DB
SCREWS, MIN EMBED 3".

10.RECOMMENDED FASTENERS FOR CONCRETE
OR MASONRY: USE %" HILTI HUS-EZ
SCREWS, MIN EMBED 2".
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24V 1/0 CIRCUIT BY SMOKE GUARD M2100 FIRE NOTES:
(MAX 30 CONDUIT FT.) \ ©) 1. SMOKE GUARD FIRE RATED UNITS (HOUSING
\ & SIDE GUIDES) TO BE MOUNTED TO A
FINISHED, FIRE RATED ASSEMBLY OR
STRUCTURE PER YOUR APPLICATION.
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