SMOKE GUARD'

287 N. Maple Grove
Boise, ID 83704
800.574.0330
www.smokeguard.com

. M2500 FIRE NOTES:
TR 1. SMOKE GUARD FRE RATED UNITS (HOUSINGS
MAX CLEAR OPENING WIDTH & SIDE GUIDES) TO BE MOUNTED TO A
FINISHED, FIRE RATED ASSEMBLY OR
STRUCTURE PER YOUR APPLICATION.
50'-0" 2. CLIENT TO PROVIDE CONTINUOUS MOUNTING

MAX CLEAR OPENING WIDTH SURFACE FOR STRUCTURAL AND SHEET
METAL ATTACHMENT.

3. TOLERANGE: FLOOR TO CEILING VARIANGE

40" —0" MUST BE WITHIN +/— 1/2" ACROSS

MAX CLEAR OPENING WIDTH LENGTH OF MACHINE.

4. ORDER LENGTHS TO BE AT 1/4
INCREMENTS ONLY.

5. DMENSIONS TO NOT INCLUDE HEADS OF
EXTERNAL FASTENERS.

6. STATIC/DYNAMIC SYSTEM WEIGHT, 26
LBS/FT.

7. CONTROLLER CONDUIT BY OTHERS

8. CONTROLLER CABLE PROVIDED

9. MAX 30 CONDUT FEET FROM MAIN
CONTROLLER TO HOUSING
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SMOKE

287 N. Maple Grove
Boise, ID 83704
800.574.0330
www.smokeguard.com

M2500 FIRE NOTES:
1. SMOKE GUARD FIRE RATED UNITS (HOUSINGS
& SIDE GUIDES) TO BE MOUNTED TO A
FINISHED, FIRE RATED ASSEMBLY OR
STRUCTURE PER YOUR APPLICATION.

2. CLIENT TO PROVIDE CONTINUOUS MOUNTING
SURFACE FOR STRUCTURAL AND SHEET
METAL ATTACHMENT.

3. TOLERANGE: FLOOR TO CEILING VARIANGE
MUST BE WITHIN +/— 1/2" ACROSS
LENGTH OF MACHINE.

4. ORDER LENGTHS TO BE AT 1/4
INCREMENTS ONLY.

5. DMENSIONS TO NOT INCLUDE HEADS OF
EXTERNAL FASTENERS.

6. STATIC/DYNAMIC SYSTEM WEIGHT, 26
LBS/FT.

7. CONTROLLER CONDUIT BY OTHERS

8. CONTROLLER CABLE PROVIDED

9. MAX 30 CONDUT FEET FROM MAIN
CONTROLLER TO HOUSING

DESIGN SET: D1 SI7E
MODEL: M2500 B
SHEET |

M2500 SMALL HOUSING
FLEVATION PLAN AND SECTIONL 2 OF 8

DRAWN:] 2.28.2024
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SMOKE y/GUARD'

287 N. Maple Grove
Boise, ID 83704
800.574.0330
www.smokeguard.com

~—— FASTENER LOCATION

M2500 FIRE NOTES:
1. SMOKE GUARD FIRE RATED UNITS (HOUSINGS
& SIDE GUIDES) TO BE MOUNTED TO A
FINISHED, FIRE RATED ASSEMBLY OR
STRUCTURE PER YOUR APPLICATION.

2. CLIENT TO PROVIDE CONTINUOUS MOUNTING
SURFACE FOR STRUCTURAL AND SHEET
METAL ATTACHMENT.

3. TOLERANCE: FLOOR TO CEILING VARIANCE
MUST BE WITHIN +/— 1/2" ACROSS
LENGTH OF MACHINE.

4. ORDER LENGTHS TO BE AT 1/4”
INCREMENTS ONLY.

5. DIMENSIONS TO NOT INCLUDE HEADS OF
EXTERNAL FASTENERS.

6. STATIC/DYNAMIC SYSTEM WEIGHT, 26
LBS/FT.

7. CONTROLLER CONDUIT BY OTHERS

8. CONTROLLER CABLE PROVIDED

9. MAX 30 CONDUIT FEET FROM MAIN
CONTROLLER TO HOUSING

[DESIGN StT: D1 SIZE

MODEL: M2500 B
M2500 LARGE HOUSING SHEET

FLEVATION PLAN AND SECTION| 3 of g
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SMOKE Y/ GUARD
= LARGE HOUSING REQUIRED FOR EGRESS —_
287 N. Maple Grove
N Boise, ID 83704
800.574.0330
[IOI] @ www.smokeguard.com
t

M2500 FIRE NOTES:
e 1. SMOKE GUARD FIRE RATED UNITS (HOUSINGS
/ & SIDE GUIDES) TO BE MOUNTED TO A
_~— CURTAIN — FINISHED, FIRE RATED ASSEMBLY OR
e STRUCTURE PER YOUR APPLICATION.
2. CLIENT TO PROVIDE CONTINUOUS MOUNTING
C/L OF OPENING SURFACE FOR STRUCTURAL AND SHEET
/ METAL ATTACHMENT.
3. TOLERANCE: FLOOR TO CEILING VARIANCE
RHS—BF MUST BE WITHIN +/— 1/2" ACROSS
S LENGTH OF MACHINE.
4. ORDER LENGTHS TO BE AT 1/4”
INCREMENTS ONLY.
5. DIMENSIONS TO NOT INCLUDE HEADS OF
EXTERNAL FASTENERS.
6. STATIC/DYNAMIC SYSTEM WEIGHT, 26
LBS/FT.
7. CONTROLLER CONDUIT BY OTHERS
. 8. CONTROLLER CABLE PROVIDED
PRIMARY 9. MAX 30 CONDUIT FEET FROM MAIN

D\E;ERCTTSI\J CONTROLLER TO HOUSING
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SMOKE GUARD'

_ HOUSING
pd ABOVE 287 N. Maple Grove
e Boise, ID 83704
s 800.574.0330
www.smokeguard.com
M2500 FIRE NOTES:
1. SMOKE GUARD FIRE RATED UNITS (HOUSINGS
- = & SIDE GUIDES) TO BE MOUNTED TO A
BOT. BAR — - —— FINISHED, FIRE RATED ASSEMBLY OR

\ STRUCTURE PER YOUR APPLICATION.
\ 2. CLIENT TO PROVIDE CONTINUOUS MOUNTING
! ‘ » o SURFACE FOR STRUCTURAL AND SHEET
] METAL ATTACHMENT.
—O | D | YO st 3. TOLERANCE: FLOOR TO CEILING VARIANCE
| MUST BE WITHIN +/— 1/2" ACROSS
LENGTH OF MACHINE.
4. ORDER LENGTHS TO BE AT 1/4”
INCREMENTS ONLY.

N 5. DIMENSIONS TO NOT INCLUDE HEADS OF
\ EXTERNAL FASTENERS.
\\ 6. STATIC/DYNAMIC SYSTEM WEIGHT, 26
\. LBS/FT.
N\ RATED FIRE ASSEMBLY 7. CONTROLLER CONDUIT BY OTHERS
\; DESIGNED AND BUILT 8. CONTROLLER CABLE PROVIDED
BY OTHERS. PROVIDE CONTINUOUS 9. MAX 30 CONDUIT FEET FROM MAIN
MOUNTING SURFACE. TYP. CONTROLLER TO HOUSING
SIDE GUIDE DETAIL: SIDE GUIDE DETAIL: SIDE GUIDE DETAIL: SIDE GUIDE DETAIL:
(7 FACE_MOUNT /B FACE MOUNT A\ POCKET MOUNT (2 JAMB MOUNT
\__J SCALE: 1 1/2" = T-07 \_J SCALE: 1 1/2" = -0 \__J SCALE: 1 1/2" = 1-0 \__J SCALE: 1 1/2" = 70O
APPROVED FIRE RATED INSTALLATION APPROVED FIRE RATED INSTALLATION APPROVED FIRE RATED INSTALLATION SMOKE RATED INSTALLATION

STRUCTURAL ATTACHMENT LOCATIONS OCCUR AT 18"
FROM EACH END, AND THEN NO MORE THAN 9'-5"
ON CENTERS. HOLES FOR (2) J4" FASTENERS
PROVIDED AT EACH LOCATION

SHEETMETAL ATTACHMENT—
HOUSINGS MUST BE SECURED TO MOUNTING
SURFACE AT NO MORE 48" ON CENTER, (2)
FASTENERS PER LOCATION.

Il Il
W W
HOUSING DETAIL: HOUSING DETAIL: HOUSING DETAIL: - —
(5 FACE MOUNT /3 TOP_MOUNT BACKING /T\ TOP MOUNT W/0 BACKING DESIGN SET: DT SIZE
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SO D 2 TeATEr INSTALLATION N ASPROVED  FinE RATED INSTALLATION N SVOKE RATED INSTALLATION MODEL: M2500 B
e
M2500 MOUNTING DETAILS
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FIELD PAINTABLE SIDE GUIDES,
MAX 10 MIL THICKNESS

MIN 8" CLEARANCE RECOMMENDED

DROP CEILING ASSEMBLY BY _
OTHERS A\

3" MIN.

HOUSING DETAIL:
/2 FINISHING OPTIONS EXAMPLE
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SMOKE GUARD'

287 N. Maple Grove
Boise, ID 83704
800.574.0330
www.smokeguard.com

MIN 75" =

OPTIONAL FINISH BY OTHERS —

N

SIDE GUIDE DETAIL:

/ T\ FINISHING OPTIONS EXAMPLES

\__/ SCALE: 3" = -0’

APPROVED FIRE RATED INSTALLATION

M2500 FIRE NOTES:
1. SMOKE GUARD FIRE RATED UNITS (HOUSINGS
& SIDE GUIDES) TO BE MOUNTED TO A
FINISHED, FIRE RATED ASSEMBLY OR
STRUCTURE PER YOUR APPLICATION.

2. CLIENT TO PROVIDE CONTINUOUS MOUNTING
SURFACE FOR STRUGTURAL AND SHEET
METAL ATTACHMENT.

3. TOLERANCE: FLOOR TO CEILING VARIANCE
MUST BE WITHIN +/— 1/2” ACROSS
LENGTH OF MACHINE.

4, ORDER LENGTHS TO BE AT 1/4”
INCREMENTS ONLY.

5. DIMENSIONS TO NOT INCLUDE HEADS OF
EXTERNAL FASTENERS.

6. STATIC/DYNAMIC SYSTEM WEIGHT, 26
LBS/FT.

7. CONTROLLER CONDUIT BY OTHERS

8. CONTROLLER CABLE PROVIDED

9. MAX 30 CONDUIT FEET FROM MAIN
CONTROLLER TO HOUSING

[DESIGN SET: D1 SIZE
MODEL: M2500 B
SHEET |

M2500 FINISHING OPTIONS
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SMOKE y/GUARD'

287 N. Maple Grove
Boise, ID 83704
800.574.0330
www.smokeguard.com

INTIATING } M2500 FIRE NOTES:
DEVICE |, BY OTHERS 1. SMOKE GUARD FIRE RATED UNITS (HOUSINGS
& SIDE GUIDES) TO BE MOUNTED TO A
FINISHED, FIRE RATED ASSEMBLY OR
STRUCTURE PER YOUR APPLICATION.
2. CLIENT TO PROVIDE CONTINUOUS MOUNTING
SURFACE FOR STRUCTURAL AND SHEET
. . METAL ATTACHMENT.
S e Lo — 3. TOLERANCE: FLOOR TO CEILING VARIANCE
MUST BE WITHIN +/— 1/2" ACROSS
"ONNECT LENGTH OF MACHINE.
T;M‘J( 4. ORDER LENGTHS TO BE AT 1/4”
INCREMENTS ONLY.
. 5. DIMENSIONS TO NOT INCLUDE HEADS OF
EXTERNAL FASTENERS.
©) 6. STATIC/DYNAMIC SYSTEM WEIGHT, 26
LBS/FT.
7. CONTROLLER CONDUIT BY OTHERS
w 8. CONTROLLER CABLE PROVIDED
9. MAX 30 CONDUIT FEET FROM MAIN

CONTROLLER TO HOUSING
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[DESIGN SET: D1 SI7C
MODEL: M2500 B
SHEET

M2500 SINGLE MOTOR DETAIL
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SMOKE Y/ GUARD'

287 N. Maple Grove
Boise, ID 83704
800.574.0330
www.smokeguard.com

M2500 FIRE NOTES:
1. SMOKE GUARD FIRE RATED UNITS (HOUSINGS
& SIDE GUIDES) TO BE MOUNTED TO A
FINISHED, FIRE RATED ASSEMBLY OR
‘N[‘)EC‘TC‘EG STRUCTURE PER YOUR APPLICATION.
2. CLIENT TO PROVIDE CONTINUOUS MOUNTING
SURFACE FOR STRUCTURAL AND SHEET
N o N METAL ATTACHMENT.
BY OTHERS 3. TOLERANCE: FLOOR TO CEILING VARIANCE
MUST BE WITHIN +/— 1/2" ACROSS
END OF LENGTH OF MACHINE.

LINE DIODE SERVICE DISCONNEC 23,” 4. ORDER LENGTHS TO BE AT 1/4”
BY S.G. “ERVL?E VISCONNECT ! INCREMENTS ONLY.

— jzz?/;:%éc);‘wUW » o 5. DIMENSIONS TO NOT INCLUDE HEADS OF
MOTORS/CIRCUIT MAX EXTERNAL FASTENERS.

© 6. STATIC/DYNAMIC SYSTEM WEIGHT, 26

/ LBS/FT.

ALARM CIRCUIT % 7. CONTROLLER CONDUIT BY OTHERS

BY OTHERS ﬁ\\ 45" @ B. CONTROLLER CABLE PROVIDED
2 9. MAX 30 CONDUIT FEET FROM MAIN

CONTROLLER TO HOUSING
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