M4000 FIRE NOTES:

1. SMOKE GUARD FIRE RATED UNITS (HOUSINGS
& SIDE GUIDES) TO BE MOUNTED TO A
FINISHED, FIRE RATED ASSEMBLY OR

(200'=0" MAXIMUM ORDER LENGTH ) STRUCTURE PER YOUR APPLICATION.

; g 2. CLIENT TO PROVIDE CONTINUOUS MOUNTING
SURFACE FOR STRUCTURAL AND SHEET
METAL ATTACHMENT.

3. TOLERANCE: FLOOR TO CEILING VARIANCE
MUST BE WITHIN +/- 1/2" ACROSS
LENGTH OF MACHINE.

4. ORDER LENGTHS TO BE AT 1/4"
INCREMENTS ONLY.

. DIMENSIONS TO NOT INCLUDE HEADS OF
EXTERNAL FASTENERS.

. CONTROLLER CONDUIT BY OTHERS

. CONTROLLER CABLE PROVIDED

. PROVIDE ACCESS TO CONTROLLER

. MAX 30 CONDUIT FEET FROM MAIN
CONTROLLER TO HOUSING

10.STATIC/DYNAMIC SYSTEM WEIGHT, 40
LBS/FT.

11.4"-6" CLEARANCE REQ.'D AT CURTAIN TRAY
FOR INSTALLATION AND SERVICE

12.INTERNAL MOTORS ARE ACCESSIBLE
THROUGH HOUSING OPENING WHEN UNIT IS
DEPLOYED.

13.FINISH COVERS ARE OPTIONAL AND ARE NOT

INCLUDED UNLESS SPECIFIED. DETAILS SHOW

GENERIC SYSTEM.
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. CLIENT TO PROVIDE CONTINUOUS MOUNTING

. TOLERANCE: FLOOR TO CEILING VARIANCE

. ORDER LENGTHS TO BE AT 1/4"

. DIMENSIONS TO NOT INCLUDE HEADS OF
. CONTROLLER CONDUIT BY OTHERS

. CONTROLLER CABLE PROVIDED

. PROVIDE ACCESS TO CONTROLLER

. MAX 30 CONDUIT FEET FROM MAIN

_STATIC/DYNAMIC SYSTEM WEIGHT, 40

.4"-6" CLEARANCE REQ.'D AT CURTAIN TRAY

_FINISH COVERS ARE OPTIONAL AND ARE NOT

000 FIRE NOTES:

SMOKE GUARD FIRE RATED UNITS (HOUSINGS
& SIDE GUIDES) TO BE MOUNTED TO A
FINISHED, FIRE RATED ASSEMBLY OR
STRUCTURE PER YOUR APPLICATION.

SURFACE FOR STRUCTURAL AND SHEET
METAL ATTACHMENT.

MUST BE WITHIN +/— 1/2" ACROSS
LENGTH OF MACHINE.

INCREMENTS ONLY.

EXTERNAL FASTENERS.

CONTROLLER TO HOUSING
LBS/FT.

FOR INSTALLATION AND SERVICE

INTERNAL MOTORS ARE ACCESSIBLE
THROUGH HOUSING OPENING WHEN UNIT IS
DEPLOYED.

INCLUDED UNLESS SPECIFIED. DETAILS SHOW
GENERIC SYSTEM.
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M4000 FIRE NOTES:

1. SMOKE GUARD FIRE RATED UNITS (HOUSINGS
& SIDE GUIDES) TO BE MOUNTED TO A
FINISHED, FIRE RATED ASSEMBLY OR
STRUCTURE PER YOUR APPLICATION.

2. CLIENT TO PROVIDE CONTINUOUS MOUNTING
SURFACE FOR STRUCTURAL AND SHEET
METAL ATTACHMENT,

3. TOLERANCE: FLOOR TO CEILING VARIANCE
MUST BE WITHIN +/- 1/2" ACROSS
LENGTH OF MACHINE.

4, ORDER LENGTHS TO BE AT 1/4"
INCREMENTS ONLY.

. DIMENSIONS TO NOT INCLUDE HEADS OF
EXTERNAL FASTENERS.

. CONTROLLER CONDUIT BY OTHERS

. CONTROLLER CABLE PROVIDED

. PROVIDE ACCESS TO CONTROLLER

_ MAX 30 CONDUIT FEET FROM MAIN
CONTROLLER TO HOUSING

10. STATIC/DYNAMIC SYSTEM WEIGHT, 40
LBS/FT.

11.4"-6" CLEARANCE REQ.'D AT CURTAIN TRAY
FOR INSTALLATION AND SERVICE

12.INTERNAL MOTORS ARE ACCESSIBLE
THROUGH HOUSING OPENING WHEN UNIT IS
DEPLOYED.

13 FINISH COVERS ARE OPTIONAL AND ARE NOT

INCLUDED UNLESS SPECIFIED. DETAILS SHOW

GENERIC SYSTEM.
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