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SMOKE GUARD'

287 N. Maple Grove
Boise, ID 83704
800.574.0330

www.smokeguard.com

12'=0
MAX CLEAR OPENING HEIGHT

2'—6

MIN CVEﬁR
OPENING WIDTH

7’7(“/‘”
MIN CLEAR OPENING HEIGHT
(19.5 sqft MIN CURTAIN AREA
FOR UL 1784 RATING)

M2100 SMOKE AND FIRE NOTES:

1.

SMOKE GUARD FIRE RATED UNITS (HOUSING
& SIDE GUIDES) TO BE MOUNTED TO A
FINISHED, FIRE RATED ASSEMBLY OR
STRUCTURE PER YOUR APPLICATION.

. CLIENT TO PROVIDE CONTINUOUS MOUNTING

SURFACE FOR STRUCTURAL AND SHEET
METAL ATTACHMENT.

. TOLERANCE: FLOOR TO CEILING VARIANCE

MUST BE WITHIN +/— 1/2" ACROSS
LENGTH OF MACHINE..

. ORDER LENGTHS TO BE AT 1/4”

INCREMENTS ONLY.

. DIMENSIONS TO NOT INCLUDE HEADS OF

EXTERNAL FASTENERS.

. STRUCTURAL DESIGN TO USE LOADS OF 25

LBS/FT.

. STRUCTURAL ATTACHMENT TO BE WITHIN 2"

OF EACH END AND MAX OF 24” ON
CENTER. (2) SCREWS (SCREW TYPE) PER
LOCATION, DRILLING REQUIRED ON SITE.

. RECOMMENDED FASTENERS FOR STEEL

STUDS: USE 4" TEK SCREWS.

. RECOMMENDED FASTENERS FOR WOOD

STUDS: USE SIMPSON SDWH19600DB
SCREWS, MIN EMBED 3".

10.RECOMMENDED FASTENERS FOR CONCRETE

OR MASONRY: USE %" HILTI HUS-EZ
SCREWS, MIN EMBED 2.

DESION SET: D1 SIZE
MODEL: M2 100 B
SHEET |
M2100 SIZING 1 OF 6
DRAWN:] 2.26.2024

FILE LOCATION.:\\oxide2\company\Sales_Integration\CAD\Models\M2 100
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ROUGH OPENING DEPTH =
SMOKE GUARD
64"
~ HOUSING DEPTH

@)
@ * 287 N. Maple Grove
2 SEoqumeNseD reTNeR Soise, 0 83704
OCATIONS ON S NS 800.574.0330
”‘ \‘\\\\\ 17 4" L ~ REMOVABLE FRONT www.smokeguard.com
<> NN /" ACCESS COVER
"’ \ S / M2100 SMOKE AND FIRE NOTES:
Q‘Q - — } — 1. SMOKE GUARD FIRE RATED UNITS (HOUSING
> 17\ / & SIDE GUIDES) TO BE MOUNTED TO A
‘0‘ / FINISHED, FIRE RATED ASSEMBLY OR
> / STRUCTURE PER YOUR APPLICATION.
0‘0 v 2. CLIENT TO PROVIDE CONTINUOUS MOUNTING
> e SURFACE FOR STRUCTURAL AND SHEET
’0’ METAL ATTACHMENT.
> = 6% 6% 3. TOLERANCE: FLOOR TO CEILING VARIANCE
’0’ HOUSING HEIGHT ROUGH OPENING HE| MUST BE WITHIN +/— 1/2" ACROSS
> FIRE CURTAN ROLL — LENGTH OF MACHINE..
<> 0’ . 4. ORDER LENGTHS TO BE AT 1/4”
“’:‘:”%‘:’0”"’:’:‘%”‘:‘0 OELEEFS“ o - e 5 %EE@ENNTSS TOONLNYOT INCLUDE HEADS OF
EEEERLASLRELRLKERLRRLKELKES deGHT  HEICHT = ¢ EVTERNAL FASTENERS
GUIDE PIN —— " 6. STRUCTURAL DESIGN TO USE LOADS OF 25
\ 7 w LBS/FT.
FIRE CURTAIN - 7. STRUCTURAL ATTACHMENT TO BE WITHIN 2”
\— BOTTOM BAR N\ OF EACH END AND MAX OF 24" ON
A\ \_ REMOVABLE BOTTOM CENTER. (2) SCREWS (SCREW TYPE) PER
[ | 2 ACCESS COVER LOCATION, DRILLING REQUIRED ON SITE.
\ / v/ 8. RECOMMENDED FASTENERS FOR STEEL
N <IDF cUin anE aline —/ STUDS: USE 4" TEK SCREWS.
SIDE GUIDE SIDE GUIDE 9. RECOMMENDED FASTENERS FOR WOOD
Lo é STUDS: USE SIMPSON SDWH19600DB
3% 27 ) SCREWS, MIN EMBED 3".
PARTE 10.RECOMMENDED FASTENERS FOR CONCRETE
o ) = OR MASONRY: USE 4" HILTI HUS—EZ
BOTTOM BAR — SCREWS, MIN EMBED 2"
P . = fE\DETA\L E: HOUSING
CLEAR OPENING WIDTH . .,
\__J SCALE: 3" = 1-0
SYSTEM WIDTH

/(_3\ ELEVATION SECTION
\__/ SCALE: 3/8" = 1-0"

/AN ELEVATION
\__/ SCALE: 3/87 = 10

ya BOTTOM BAR ,— HOUSING ABOVE

/4 7 Jﬁ
\2/
SYSTEM WIDTH

(B PLAN SECTION % |
\__/ SCALE: 3/8" = 10 __ JAMB MOUNT

HOLE LOCATION

SYSTEM CLEAR OPENING WIDTH

FACE MOUNT HOLE LOCATION —J

MODEL: M2100 B
S
M2100 ELEVATION PLAN AND
SECTION 2 OF 6
DRAWN:] 2.26.2024
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SMOKE GUARD'

287 N. Maple Grove

Boise, ID 83704
800.574.0330
BRACKET HARDWARE www.smokeguard.com
al T aOKE CUARD N2100 SMOKE AND FIRE NOTES:
; SMOREBUA 1. SMOKE GUARD FIRE RATED UNITS (HOUSING
0 & SIDE GUIDES) TO BE MOUNTED TO A
| 7% FINISHED, FIRE RATED ASSEMBLY OR
‘ STRUCTURE PER YOUR APPLICATION.
RATED FIRE 2. CLEENT TO PROVIDE CONTINUOUS MOUNTING
~— DESIGNED AND - RATED FIRE ASSEMBLY SURFACE FOR STRUCTURAL AND SHEET
/' BY OTHERS. TYP. T DESIGNED AND BUILT . %EEAQTCT?CH%(% 10 CEILING VARIANCE
L LA | BY OTHERS. TYP. . :
Ch "] L’ MUST BE WITHIN +/— 1/2" ACROSS
P — LENGTH OF MACHINE..

‘ 4. ORDER LENGTHS TO BE AT 1/4"
INCREMENTS ONLY.

5. DIMENSIONS TO NOT INCLUDE HEADS OF
EXTERNAL FASTENERS.

6. STRUCTURAL DESIGN TO USE LOADS OF 25
LBS/FT.

7. STRUCTURAL ATTACHMENT TO BE WITHIN 2
OF EACH END AND MAX OF 24" ON
CENTER. (2) SCREWS (SCREW TYPE) PER
LOCATION, DRILLING REQUIRED ON SITE.

8. RECOMMENDED FASTENERS FOR STEEL
STUDS: USE /4" TEK SCREWS.

. 9. RECOMMENDED FASTENERS FOR WOOD
AN RATED FIRE ASSEMBLY STUDS: USE SIMPSON SDWH19600DB

— DESIGNED AND BUILT SCREWS, MIN EMBED 3.
BY OTHERS. TYP. 10.RECOMMENDED FASTENERS FOR CONCRETE
OR MASONRY: USE J4” HILTI HUS—EZ
SIDE GUIDE DETAIL: SIDE GUIDE DETAIL: SIDE GUIDE DETAIL: SIDE GUIDE EXTENDABLE SCREWS, MIN EMBED 2”.
7\ FACE MOUNT / 6\ POCKET MOUNT @JAMB M/OUNT 2\ BRACKET DETAIL
SCALE: 1 1/2" = 1'=0" SCALE: 1 1/2" = 1'=0" SCALE: 1 1/2" = 1'=0" SCALE: 1 1/2" = 1'=0"
\\j APPROVED é\RE RATED INSTALLATION \\/ APPROVED é\RE RATED INSTALLATION APPROVED FIRE RATED INSTALLATION U SMOKE RATED INSTALLATION
e
| .
mmmmb
E
VA RN 72N RN
== == ==
HOUSING DETAIL: HOUSING DETAIL: HOUSING DETAIL: .
/BN FACE MOUNT /3N TOP MOUNT WITH BACKING /TN TOP MOUNT W/0 BACKING DESIGN SET: D1 SIZE
i " _ 1 o SCALE: 1 1/2" = 1'-0" SCALE: 1 1/2" = 1'=0”
_/ iﬁéé%véﬂég %;TES INSTALLATION N APPROVED é\RE RATED INSTALLATION N SMOKE RATéD INSTALLATION MODEL: M7 100 B
SHEET |
M2100 MOUNTING DETAILS
3 0F 6

DRAWN:] 2.26.2024
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BOTTOM BAR CUTBACK -
REQUIRED WHEN ORDERING T~

MAX “/2 ‘
gl Dﬂ ‘
E T
S
7 }
MIN 3/H

OPTIONAL FINISH BY OTHERS ~_

~a

SIDE GUIDE DETAIL:
/2N FINISHING OPTIONS EXAMPLE

SCALE: 3" = 1'=0"

APPROVED SMOKE AND FIRE RATED INSTALLATION

E{ TRV
E{:m&mmm

o
MIN 8" CLEARANCE RECOMMENDED
FIELD PAINTABLE SIDE GUIDES,
MAX 10 MIL THICKNESS
OPTIONAL MECHANICAL STOPS ~
FASTENED TO SIDE GUIDE
“d
6 L
7
/
/
/ pa
/
DROP CEILING ASSEMBLY BY _ /
OTHERS

HOUSING DETAIL:

/AN FINISHING OPTIONS EXAMPLE
SCALE: 3" = 1'-0"
APPROVED SMOKE AND FIRE RATED INSTALLATION

SMOKE GUARD'

287 N. Maple Grove
Boise, ID 83704
800.574.0330

www.smokeguard.com

M2100 SMOKE AND FIRE NOTES:
1. SMOKE GUARD FIRE RATED UNITS (HOUSING
& SIDE GUIDES) TO BE MOUNTED TO A
FINISHED, FIRE RATED ASSEMBLY OR
STRUCTURE PER YOUR APPLICATION.

2. CLIENT TO PROVIDE CONTINUOUS MOUNTING
SURFACE FOR STRUCTURAL AND SHEET
METAL ATTACHMENT.

3. TOLERANCE: FLOOR TO CEILING VARIANCE
MUST BE WITHIN +/— 1/2" ACROSS
LENGTH OF MACHINE..

4. ORDER LENGTHS TO BE AT 1/4"
INCREMENTS ONLY.

5. DIMENSIONS TO NOT INCLUDE HEADS OF
EXTERNAL FASTENERS.

6. STRUCTURAL DESIGN TO USE LOADS OF 25
LBS/FT.

7. STRUCTURAL ATTACHMENT TO BE WITHIN 2
OF EACH END AND MAX OF 24" ON
CENTER. (2) SCREWS (SCREW TYPE) PER
LOCATION, DRILLING REQUIRED ON SITE.

8. RECOMMENDED FASTENERS FOR STEEL
STUDS: USE /4" TEK SCREWS.

9. RECOMMENDED FASTENERS FOR WOOD
STUDS: USE SIMPSON SDWH19600DB
SCREWS, MIN EMBED 3".

10.RECOMMENDED FASTENERS FOR CONCRETE
OR MASONRY: USE %” HILTI HUS-EZ
SCREWS, MIN EMBED 2”.
DESIGN SEI: D1 SIZE
MODEL: M2 100 B
E—
SHEET
M2100 FINISHING OPTIONS
4 OF 6

DRAWN:] 2.26.2024
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SERVICE DISCONNECT 120VAC,

20A BY OTHERS \\
7~ )

\
)
/

/
ONTROLLER *
Hx6"D
BY SMOKE GUARD
a\ 3
® ®
MOUNTING HOLES

6" 0.C
o u.u.

24V MOTOR CIRCUIT BY SN
(MAX 30 CC
24V 1/0 CIRCUIT BY SMOKE GUARD
(MAX 30 CONDUIT FT.) \
——
MOTOR ——
8 H 8|
OPTIONAL CURTAIN—MOUNTED
|— EGRESS H BUTTON (BOTH
SIDES) BY SMOKE GUARD
S
&
P OPTIONAL WALL—MOUNTED
S _— EGRESS PUSH BUTTON (BOTH
FREeT rress |\ SIDES) BY SMOKE GUARD
obsn =
OPTIONAL WALL—MOUNTED
__ KEYED TEST DEPLOY SWITCH
BY SMOKE GUARD. WIRING BY
OTHERS
% 24V MOTOR CIRCUIT BY SMOKE GUARD.
(MAX 30 CONDUIT FT. BY OTHERS)
©
|
o
/0 CIRCUIT 1
KE GUARD
@ e
i i
OPTIONAL OBSTRUC
EDGE BY ¢

m ELECTRICAL DIAGRAM
\\J NOT TO SCALE

/1™ CONTROLLER WIRING DETAIL

ALARM CIRCUIT

\__/ NOT TO SCALE

BY OTHERS

~INITIATING DEVICE
" BY OTHERS

INITIATING
DEVICE

“\.__ END OF LINE DIODE
BY SMOKE GUARD

GUARD'

SMOKE

287 N. Maple Grove
Boise, ID 83704
800.574.0330
www.smokeguard.com

M2100 SMOKE AND FIRE NOTES:
1. SMOKE GUARD FIRE RATED UNITS (HOUSING
& SIDE GUIDES) TO BE MOUNTED TO A
FINISHED, FIRE RATED ASSEMBLY OR
STRUCTURE PER YOUR APPLICATION.

2. CLIENT TO PROVIDE CONTINUOUS MOUNTING
SURFACE FOR STRUCTURAL AND SHEET
METAL ATTACHMENT.

3. TOLERANCE: FLOOR TO CEILING VARIANCE
MUST BE WITHIN +/— 1/2” ACROSS
LENGTH OF MACHINE..

4. ORDER LENGTHS TO BE AT 1/4"
INCREMENTS ONLY.

5. DIMENSIONS TO NOT INCLUDE HEADS OF
EXTERNAL FASTENERS.

6. STRUCTURAL DESIGN TO USE LOADS OF 25
LBS/FT.

7. STRUCTURAL ATTACHMENT TO BE WITHIN 2
OF EACH END AND MAX OF 24” ON
CENTER. (2) SCREWS (SCREW TYPE) PER
LOCATION, DRILLING REQUIRED ON SITE.

8. RECOMMENDED FASTENERS FOR STEEL
STUDS: USE J4" TEK SCREWS.

9. RECOMMENDED FASTENERS FOR WOOD
STUDS: USE SIMPSON SDWH19600DB
SCREWS, MIN EMBED 3",

10.RECOMMENDED FASTENERS FOR CONCRETE
OR MASONRY: USE 4" HILTI HUS-EZ
SCREWS, MIN EMBED 2.

[DESIGN SET: D1 SI7E

MODEL: M2 100 B
ELECTRICAL DIAGRAM SHEET
SHARED CONTROLLER | & o &
DRAWN:| 2.26.2024

FILE LOCATION.:\\oxide2\company\Sales_Integration\CAD\Models\M2100
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24V MOTOR CIRCUIT BY SMOKE GUARD

(MAX 30 CONDUIT FT.)

24V 1/0 CIRCUIT BY SMOKE GUARD

(MAX 30 CONDUIT FT.) \
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OPTIONAL OBSTRUCTION SENSING /

EDGE BY SMOKE GUARD

m ELECTRICAL DIAGRAM
U SCALE: NOT TO SCALE

OPTIONAL CURTAIN-MOUNTED
|— EGRESS PUSH BUTTON (BQTH
SIDES) BY SMOKE GUARD

OPTIONAL WALL—MOUNTED
_— EGRESS PUSH BUTTON (BOTH
press| )\ SIDES) BY SMOKE GUARD

OPTIONAL WALL—MOUNTED
KEYED TEST DEPLOY SWITCH

-~ BY SMOKE GUARD. WIRING BY
OTHERS

DETAIL: KEYED TEST
/C\DEPLOY SWITCH
\__/ sCaLE: 3" = 1-0"

PRESS

457 TO 4

OPERATE
DOOR

DETAIL: DOOR
(B ACTIVATION SWITCH

SMOKE GUARD'

287 N. Maple Grove
Boise, ID 83704
800.574.0330
www.smokeguard.com

SCALE: 3" = 1'=0"

DETAIL: SCREEN MOUNTED
(AN EGRESS SWITCH

SCALE: 3" = 1’=0"

M2100 SMOKE AND FIRE NOTES:

1. SMOKE GUARD FIRE RATED UNITS (HOUSING
& SIDE GUIDES) TO BE MOUNTED TO A
FINISHED, FIRE RATED ASSEMBLY OR
STRUCTURE PER YOUR APPLICATION.

2. CLIENT TO PROVIDE CONTINUOUS MOUNTING
SURFACE FOR STRUCTURAL AND SHEET
METAL ATTACHMENT.

3. TOLERANCE: FLOOR TO CEILING VARIANCE
MUST BE WITHIN +/— 1/2” ACROSS
LENGTH OF MACHINE..

4. ORDER LENGTHS TO BE AT 1/4”
INCREMENTS ONLY.

5. DIMENSIONS TO NOT INCLUDE HEADS OF
EXTERNAL FASTENERS.

6. STRUCTURAL DESIGN TO USE LOADS OF 25
LBS/FT.

7. STRUCTURAL ATTACHMENT TO BE WITHIN 2
OF EACH END AND MAX OF 24" ON
CENTER. (2) SCREWS (SCREW TYPE) PER
LOCATION, DRILLING REQUIRED ON SITE.

8. RECOMMENDED FASTENERS FOR STEEL
STUDS: USE J4" TEK SCREWS.

9. RECOMMENDED FASTENERS FOR WOOD
STUDS: USE SIMPSON SDWH19600DB
SCREWS, MIN EMBED 3",

10.RECOMMENDED FASTENERS FOR CONCRETE
OR MASONRY: USE J4" HILTI HUS—EZ
SCREWS, MIN EMBED 2”.

DESION SET: D1 SI7E

MODEL: M2 100 B
FLECTRICAL DIAGRAM SHEET
SINGLE CONTROLLER 5 OF 6

DRAWN:] 2.26.2024
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